


________________L______________2_____________ I..............

NO’=S: UNLESS OTHERWISE SPECIFIED

I. CIRCUIT TO cE -GO3 W5/< THICK KAPT0N . 
FILM. ELECTR/C.AL GRADE WITH L^CZ. PT 
ELECTRO DEPOSITED CGPADF. CGNDUCTGp 

WHICH' HULL MEET OF EXCEED .IcO INCHSX 
MULLED TEST. NS

2. ARTWORK FOR CONDUCTOR PATTERN AND 
TOOL IMG HOLES SHALL 3E SUPPLIED EY 
TERRS INSTRUMENTS . ARTWORK SHALL EE 
REGISTERED TO TOOLING HOLES WITHIN.00 
D/Ai. TRUE POSITION.

S. CIRCUITRY SHALL EE FREE CF STAINS.

G

CHEMICAL RESIDUE, FINGER PP.CCTS, CH 
AREAS CF EXCESSIVE TARN SR.
CONDUCTOR 'PATTERN SHALL BE PLATED WITH 
A. MINIMUM OF ROC MERO INCHES ANDA 
MF.'/1 MUM OF 12 00 MiCFG INCHES GF 
GO - A C TIN L EA D S . 
PEEL STRENGTH FOR any CIRCUITRY ETCH 
SHALL EE G-.G POUNDS PEP INCH MINIMUM 
PULLING COPPER ETCH PERPENDICULAR 
TO THE FLAT WEB SUESTRHTE. /\
MINIMUM CO!.DUCTOR WIDTH SHALL EE .GM \/ 
AND MINIMUM SPRUNG BETWEEN CONDUCTORS 
SHALL BE

ALL SLITS SHALL EE CUT INTO PE LIEF HOLES. 
AREA INDICATED 'MILL CARRY VENDOR'S LOGO..

NUMBERS LOCATED III AND\\ SHALL EE U~LU 

for dimension identificatiott only.

10. ALL DIM!ENSIGNS IN INCHES.

IS.
14.

CONTACT MA-EPIAL. : 
P-UED COPPER. C0>- 
CONE JCT'IVE MATERIAL TO CARRY 1.5 AMP + .5 ~.O 
CONDUCTIVE MATERIAL TO HAVE PLS/STIV.TPZ\ 
OF .05 OHMS /INCH +.GRGG - G4T> . \/
SO.DEP. MASK SHALL RE SCREENED ON CCNOLTTT/E. 
SICE USiNG W.R. GRACE SPR-15P.5 OP APPROVED 
EG. U! VA1. Ft.’ T. COLOR TO BE GREEN.

- /r' Zr /''-Nl-C^'S Th 5 PZ.PT Aric ■
S -P. 2^- Lj L


